
12 ga Tri-Dent .60 Cal. 

Rubber Balls (3 Count) 

Product Code: ALS1203 

Product Specifications 

Diameter 12ga 

Weapon Cylinder or Improved 

Compatibility Bore 

Length 2.4 in (61 mm) 

Projectile Count 3 

Velocity 500 fps (152 m/s) 

Maximum 
40 feet (12m) 

Effective Range 

Projectile Specifications 

Material Rubber 

Height N/A 

Diameter 0.7 in (18 mm) 

Weight 9 grams 

Part No. ALS1203 

Warranty 5 Years 

PRODUCT DESCRIPTION 

The ALS1203 Tri-Dent is a 12ga round designed as a blunt trauma pain compliance round. 

It is extremely effective as both a direct and skip fire munition. It is recommended the 
operator attend an ALS less-lethal instructor training course to better understand product 
performance and injury potential. 

UN Number 

Proper Shipping Name 

Hazard class 

Quantity per package 

Total package weight 

Package type 

Package Dimensions 

SHIPPING INFO 

UN0012 

Cartridges for Weapons, Inert Projectile 

1.4S 

250 

12Ibs (5 kg) 

4G Cardboard Box 

13 x 10.25 x 4.75 in (330 mm x 260 mm x 121 mm) 
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WARNING: This round should only be used by 
individuals properly trained in the use of impact 
munitions. Serious injury or death may occur if the 
product is misused or in rare or unexpected instances. 
Individuals should only engage appropriate target 
areas. 

• All specifications are average and are subject to change without notice.
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